
Stationen zur Verbindung von Wärmeerzeuger und Heizkreis DN 25/ DN 32 

System „Regumat S-130/ S-180/ S-220/ S-280" 
System „Regumat M3-130/ M3-180/ M3-220/ M3-280" 
System „Regumat M4-130/ M4-180" 

System „Regumat F-130/ F-180/ FR-180" 
System „Regumat RTA-130/ RTA-180" 

Komplette, vormontierte und auf Dichtheit geprüfte Einheit für die Verbindung von 
Wärmeerzeuger und Heizkreis. 
Der „Regumat" kann mit oder ohne Umwälzpumpe ausgeführt werden. 
Alle Komponenten entsprechen den grundlegenden Anforderungen der zutreffenden 
Normen und Richtlinien. 
„Regumat" Stationen werden nach den bestehenden Gesetzen und Vorschriften 
konzipiert und gefertigt. 

Die Hersteller der Komponenten erklären die Übereinstimmung mit den folgenden 
EU-Richtlinien: 

Umwälzpumpe: 
Entspricht den Anforderungen der Richtlinie 2004/108/EU; 
Entspricht den Anforderungen der Richtlinie 2011/95/EU; 

Mischermotor (gilt nur für „Regumat M3 / M4)": 

Entspricht den Anforderungen der Richtlinien 2004/108/EU und 2011/95/EU; 

Die Konformität wurde nachgewiesen. Die entsprechenden Unterlagen und das Original 
der Konformitätserklärung sind beim Hersteller hinterlegt. 

Überwachung QS-System: DOS 000211 QM 

Olsberg, den 23.04.2014 

Dr. Foitzik Dipl.-Ing. Droste 
Technischer Leiter Projel<tleiter 



stations for the connection of heat generator and heating circuit DN 25/ DN 32 

System "Regumat 8-130/ 8-180/ 8-220/ 8-280" 
System "Regumat M3-130/ M3-180/ M3-220/ M3-280" 

System "Regumat M4-130/ M4-180" 
System "Regumat F-130/ F-180/ FR-180" 
System "Regumat RTA-130/ RTA-180" 

Complete, pre-assembled and leak tested unit for the connection of heat generator and 
heating circuit. 
The "Regumat" is available with or without circulation pump. 
All components comply with the basic requirements of relevant Standards and directives 
The "Regumat" stations are designed and manufactured according to established laws 
and regulations. 

The manufacturers declare that the components conform with the following EU 
directives: 

Circulation pump: 
Conforms with the specifications of the directive 2004/108/EU; 
Conforms with the specifications of the directive 2011/95/EU; 

Mixing valve actuator (only valid for "Regumat M3 / M4)": 

Conforms with the specifications of the directives 2004/108/EU and 2011/95/EU; 

Conformity was verified. The corresponding documents and the original certificate of 
conformity are lodged with the manufacturer. 

Monitoring Q8-system: DOS 000211 QM 

Olsberg, 23.04.2014 
i. V. 

Technical director Project nnanager 


